ES3 Ti Series

HIGH REFRESH ENERGY SAVING LED DISPLAY

A 4

P3.91 /P4.81 /P6.25
- /IP7.81 /P10.42
(1000mm x 1000mm)
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BACK VIEW SIDE VIEW

Alumiinum Lighter Cabinet.
Less Transport Cost,
Less Assemble Job

am 33 MM







Energy Saving Screen Regular Screen

Compare regular
Energy saving reach

30%

Power (w/ n—?)_ i P;WEF(W/ m)
Average 100-200 Average 425
Max 780 Max 1000
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Pixel Pitch

Qutdoor Fixed Installation Solution

Ti Series

LED Type SMD1921 SMD1921 SMDz7ET SMDZ 72T SMDZ7ET
Physical Density (dats/m?) BRI 43264 PEAON 16354 8216

Modul e Resolution 128 % 64 104 % 52 803 40 B4 3 32 483 24
Module Size(WxH) BO0 > 250 00 250 00> 250 OO > 250 RO0 > 250
Cabinet Size(mm) 1000 1000 53 1000: 1000 % 83 1000z 10005 53 100051000 &3 10002 1000x 53
Cabinet Resolution 206 PEE 205 208 160 160 128 = 128 Q5 = 95
Module QTY /Cabinet (WxH) 2xd4 24 24 234 234
Cabinet Weight(ks) e g o g o2 B be E o2 5

Maintenance Mode

Front /Fack maintenance

Front,/Beck msintensnce

Front,/Beck meintensnce

[Front /Back maintenance

Front,/Beck msintensnce

Cabinet Material

A1 am1 moam

#1umi nom

Al ami nom

#1am 1zmm

Al ami Tom

Brightness

G000,/ 70006 4

6000/ 7000 4

§000,/ 7000: d

§000 /3000: d

G000,/9000:d

Color Temperature(E)

1000-18500 Adjustable

1000-18500 Adjusteble

1000-18500 Adjustsble

1000-18500 Adjustable

1000-18500 Adjustable

Viewing angle (H/Y) 160 A1e0® 160 f1&0° 160° f1e0° 160° A1e0® 160® A1e0°
The best viewing distance 4-100m 4—-100m E—150m 8-150m 10-200m
Contrast Ratio 10000 ;1 100001 10000 ;1 100001 10000 ;1
Frame Frequenoyw 50/60 B0/E0 B0/60 B0/ED B0/60

Orive Mode Statie, 1/16 Scan Statie, 1513 Scan Statie, 1/5 Scan Btatie,1/4 Scan Statie, 1/2 Scan
Grey Lerel 16 bit 16 bit 16 bit 16 bit 16 bit

Eefresh Rate(Hz) 3540 3340 3540 3540 3540

Max Power Consumption(Wim’) G000 raa =10 R=iu =i

bverage Power Consumptioni¥/m?) 100-200 100-200 100-200 100-200 100-200

IF Grade IFsR IF&E IF &5 IFsR IFsR

Input Fower

ACDO0—264V, 4763 Hz

Working Temperstwre/Humidity (C/FH)

2060 10%—65%

Storsge Tempersture/Humidity (0/FH)

—20-607C A1 0%—56%




