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FO2 D Series 320x160mm 640 D
P3.076/P4/P5/P6.67/P8/P10

o

BIERTSize 640mmX640mmX66.5mm

K EE Weight 5.1kg GBI/ ESEHSHIR/Aluminum door/Notinclude suite and power supply)
# R Material fRAluMinum

B EHBSingle cabinet suite number  B3§6/M H6modules per cabinet

3% Rnstallation BRBER E &L ¥Crane girder hoisting and fixed installation

Bl Color B & Black

{8 PR Working environment Z k=R 5MYAT/Both indoor and outdoor
WrAERC 4 INTR. 1MRR 29, 13MERR. 4B REFHQERES2EMER)
|Standard accessories 1door. 1handle. 2 positioning pins. 1.3 Connection pleces. 4 qulck locks(quick locks+2 Radlan locks)

= 3 2 . RIS iR A A GEREE)
The handle The posltioning pin Quick lock Connectlon accessorles CurveLock (Curve cabinet)
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Pixel Pitch

Outdoor Fixed Installation Solution

FO2 D Series

LED Type SMD1921 SM1%21 SMD1%21 SMDETET SMDETET/ 3535 SMD2TETS 3530
Phyzical Density (dots/m*) 105625 B2500 40000 22500 15625 10000
NModule Rezolution 104352 B0 40 B4 32 483 24 40220 32x18
Module Size(WxH) 320X 160 320> 160 320> 160 320> 160 320> 160 3205160

Cabinet Size(mm)

G40 640886, 5

B40 < 640 X6, 3

G40 640 =66, 3

G40 640 =66, 5

B40 < 640 =66, 3

B40 640 X 66, 5

Cabinet Resolution

208 208

160 160

128128

Bl 3]

B0 80

4 64

Cabinet Weight (ke)

13.5

13.5

13.5

13.5

13.5

13.5

Maintenance Mode

Front&Back maintenance

Front&Back maintenance

Front&Back maintenance

Front&Back maintenance

Front&Back maintenance

Front&Back maintenance

Cahinet Material

Aluminum

A1uminum

Aluminam

Aluminum

A1uminum

Aluminum

Brightness

=5500cd

= 5A00cd

= 5600ed

=5500cd

=5500cd

=5500cd

Color Temperature (K}

RO00—5300 Adjustable

BO000—5300 Adjustable

BO00—3300 Adjustable

B000—5300 Adjustable

B000—9300 Adjustable

B000—5300 Adjustable

Viewing angle(H/¥)

120° A120°

10° Am®

10 Am®

10° Ame®

120° Amwe

120° /1207

The best viewing distance

=3n

=dn

= fm

=6, fim

=

= 10m

Drive Mode

Static, 1/13 Scan

Static, 1/10 Scan

Static, 1/8 Scan

Static,1/8 Scan

Static, 1/ Scan

Static,1/2 Scan

Grey Level 16 bit 16 bit 16 bit 16 bit 16 bit 16 bit
Refresh Rate(Hz) 3340 3840 Ja40 3840 3840 3340
Maz Power Consumption(W/m®) 300 300 300 300 e Q00
Average Power Conzumption(W/m®) 100-200 100-200 100-200 100-200 100-200 100-200
IP Grade IP&S IP&S IP&S IF 65 IP&S IPES

Input Fower

ACB0-264Y, 4763 Hz

Working Temperature/Humidity (T/RH)

—20-6072 /10%-30%

Sterage Temperature/Hunidity (C0/RH)

—30-TOTZ /10%-50%




